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Adapter 
Model ADPT 

Features 

 A wide varity of thread 

 Compact size 

 Ideal for connecting mounts with measuring insreument 

 Stainless steel body optional Brass and monel 

 NACE MR0175 / ISO 15156-2009 and MR0103-20100 compliance 

 Oil free awailable 

Applications 
Industrial and Machine Tool 
Alternative Energy                                                                                    
Off-Shore & Oil & Gas 
Construction and Transportation 
Hydraulic fluid and gas handling connections  
Factory/process automation 

Permissible Pressure rating: 
6000psi @ 100°C 

Order information 

Type Connection-1 Connection-2 System  
material 

Options 

ADPT (01)1/8” NPT (M) 

(02)1/4” NPT (M) 

(03)3/8” NPT (M) 

(04)1/2” NPT (M) 

(05)3/4” NPT (M) 

(06)1” NPT (M) 

(12)1/8” BSP(M) 

(13)1/4” BSP(M) 

(14)3/8” BSP(M) 

(15)1/2” BSP (M) 

(17)3/4” BSP (M) 

(16)M20x1.5(M)

(KQ)1/2” BSPT (M)

(KR)3/8” BSPT (M)

(KA)1/4” BSPT (M) 

(01)1/8” NPT (M) 

(02)1/4” NPT (M) 

(03)3/8” NPT (M) 

(04)1/2” NPT (M) 

(12)1/8” BSP(M) 

(13)1/4” BSP(M) 

(14)3/8” BSP(M) 

(15)1/2” BSP (M) 

(16)M20x1.5(M)

(KQ)1/2” BSPT (M)

(KR)3/8” BSPT (M)

(KA)1/4” BSPT (M) 

(01T)1/8” NPT (F)

(02T)1/4” NPT (F)

(03T)3/8” NPT (F)

(04T)1/2” NPT (F)

(13T)1/4” BSP(F)

(14T)3/8” BSP(F)

(15T)1/2” BSP (F)

(16T)M20x1.5(F) 

(B) Brass 

(C) SS 304 

(S) SS 316 

(L) SS 316L 

(P)  Monel 

(OF)  Oil free  

(CDMA) NACE MR 
0175 / 15156-2005 

Others on request Others on request 

How to order 

Type Connection-1 Connection-2 System 
material 

Option 

ADPT 04 04 S OF 


